
 

Thank you for choosing Rough Country for all your vehicle needs. 
Please read instructions before beginning installation. Check the kit hardware against the kit contents shown below.  Be 
sure you have all needed parts and know where they go.   
If question exist, please call us @1-800-222-7023. We will be happy to answer any questions concerning this product. 
Check all fasteners for proper torque. Check to ensure for adequate clearance between all components. 
Periodically check all hardware for tightness. 

KIT CONTENTS: 
Driver Side Light Mount 
Passenger Side Light Mount 
71005BAG2 
  

TOOLS NEEDED: 
4mm Allen wrench 
25/64 Drill 
Drill Motor 
Paint Pen 

 
 
 

HARDWARE INCLUDED: 
71005BAG2 
 6 - 6mm Nutsert 
 4 - 6mm x 20mm Button Head Bolt 
 4 - 6mm Flat Washer 
 1 - 6mm x 35mm Bolt 
 2 - 6mm Flat Washer - Large 

 
 

 
 

CFMOTO Uforce 1000XL FRONT HIGH MOUNT LIGHT BAR 

921961170 



1. Attach the light bar to the mounts using the supplied hardware that came with the light bar. See Photo 1. 
2. With assistance, lift the light bar assembly to desired position. NOTE:  Make sure light bar clears any other accesso-

ries on the vehicle. Use a paint pen to mark the mounting locations. See Photo 2. 

3. Use a 25/64 drill in the previously marked locations. 
4. Install the supplied 6mm nutserts using a nutsert tool (sold separately) or follow the installation guide on the Rough 

Country YouTube channel titled “Installing Nutsert With And Without Tool”. See Photo 3. 
5. Use supplied 6mm flat washers and button head bolts to attach the light bar assembly to the vehicle. Tighten with a 

4mm Allen wrench. See Photo 4. 
6. Wire light bar to preference. 

Photo 1 Photo 2 

Attach light bar to mounts.  

INSTALLATION INSTRUCTONS 

By purchasing any item sold by Rough Country, LLC, the buyer expressly warrants that he/she is in compliance with all 
applicable, State, and Local laws and regulations regarding the purchase, ownership, and use of the item.  It shall be the 
buyers responsibility to comply with all Federal, State and Local laws governing the sales of any items 
listed, illustrated or sold.  The buyer expressly agrees to indemnify and hold harmless Rough Country, 
LLC for all claims resulting directly or indirectly from the purchase, ownership, or use of the items. 
 

Mark mounting locations.  

POST INSTALLATION INSTRUCTIONS 
 

1. Check all fasteners for proper torque. Check to ensure for adequate clearance between all rotating, mobile, fixed, 
and heated members. Verify clearance between exhaust and brake lines, fuel lines, fuel tank, floorboards, and wir-
ing harness. 

2. Check electrical wiring to ensure adequate clearance between all rotating, mobile, fixed, and heated members.  

Photo 3 Photo 4 

Install nutserts.  Mark mounting locations.  


